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MELTON HIGHWAY GENERAL NOTES
o 7 1. Unless otherwise specified on the drawings all measurements, lengths,
heights and distances to be determined from dimensions and NOT
scaled off the drawings.

2. Before commencement of any works it is the responsibility of the
Landscape Contractor to contact Dial Before You Dig 1100 (Fax 1300
652 077) for information on services in the area shown on the plan
(www.dialbeforeyoudig.com.au)

3. The locations of underground services are approximate only and their
exact position should be proven on site. No guarantee is given that all
existing services are shown. The Contractor shall verify the location and
depth of all services prior to commencing on site.

4. The Contractor must have a copy of Melbourne One Call/Services
information and plans on site at all times.

5. The Contractor shall be liable for any damage to services during

. landscape works.
P ROJ E CT N U IVI B E R ] 3 0 5 8 7 4 6.  All trees shall be planted in locations shown on this plan, with setout to
be approved on site by the Superintendent prior to planting.
LANDSCAPE ARCHITECTURE DRAWINGS ! e

8. Any change in plant species must have the approval of the

Superintendent.
F 0 R P G G ( P L U IVI PTO N N 0 2) PTY LTD 9. Trees shall not be planted less than the following distances from existing
elements, unless otherwise stated in the documentation:
LD701-1 LD701-2 MELTON HIGHWAY - Pedestrian pathways - 1.2m
N == == == == === - Pedestrian pathways in reserve - 2.0m
= - o= == - — e = - = = | I n % - Driveways and crossovers - 3.0m
== == == == == == == - N, " %Q - Stormwater and sewerage pits - 2.0m
// y w?, - Intersections - 10.0m
o " - Service crossings - 2.0m
DRAWING SCHEDULE p M H \\SQ&' - Back of Kerb - 1.0m min.
lf \>< by %& - Street lights and power poles - 4.0m
DRAWING NO. DESCRIPTION SHEET NO. ') n v\g“ - Service assets, incl. junction boxes, pits etc - 2.0m
(( \ " - Fire plugs - 3.0m
LD100 COVER - SHEET 1 1 B ii /%Z / ; 10. The Superintendent is to inspect trees supplied by the Contractor prior to
planting.
LD700 PLANTING PLANS - SHEET 1 2 B " !!
n n 11.  The Principal will ensure that all property boundaries are to be pegged
LD701 PLANTING PLANS - SHEET 2 3 B " " out by licensed surveyors prior to set out of landscape works.
Iy n 12. Al drawings 'For Construction' to be printed in colour
g n
LD901 DETAILS - SHEET 2 5 B ; ii
LD902 DETAILS - SHEET 3 6 B — T L .lo) ;
b :! \/ ||
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" S S | Scale 1:2500 @ A1
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; X " 414 LA TROBE STREET PO BOX 16084 MELBOURNE
" " VICTORIA 8007 AUSTRALIA T 61 3 9993 7888
] !!
: } 0 | ISSUED FOR CONSTRUCTION | MB | 25/08/21
|| B | ISSUED FOR TENDER MB | 20/07/21
] " A | ISSUED FOR APPROVAL MB | 01/06/21
: / %/ &% N\ / %/ \gw N i
==V T G Ny =~ = ! KERANL
STORY STREET || STAGE 5 STREETSCAPES
PLANTING SCHEDULE . y
TREES - ST 1 o< D4 ST <7 ST = o 7 ] !! DETAILED DESIGN
CODE BOTAN.ICAL. N-AME COMMON NAME QTY DENSITY I.NSTALL SIZE MATURE SIZE (h x w) : g COVER - SHEET 1
Ce Corymbia eximia Yellow Bloodwood 48 as shown min. 1.8m tall, 45L 10x8 n
Gt Gleditsia triacanthos var. inermis 'Shademaster' | Green Honey Locust 4 as shown min. 1.8m tall, 45L 12x 10 ‘ || SHEET 1 OF 6
GtE Gleditsia triacanthos var. inermis 'Elegantissima’' | Honey Locust 7 as shown min. 1.8m tall, 45L 4x3 " ::
Pc Pyrus calleryana 'Capital' Ornamental Pear 6 as shown min. 1.8m tall, 45L 7x3 ' || CITY OF MELTON
Up Ulmus parvifolia 'Todd' Chinese Elm 15 as shown min. 1.8m tall, 45L 10x8 ‘l . PGG (pLUMpTON NO 2) PTY LTD
Total 80 " n
PLANTING SCHEDULE !! .
SHRUBS AND GROUNDCOVERS ! "
CODE BOTANICAL NAME COMMON NAME QTY DENSITY TOTAL BED AREA / m? INSTALL SIZE "
LT Lomandra longifolia "I.'ar.lika' Spiny-head Mat-rush 256 4/m? 64 150mm pot : . MGA 94 1:5000 0 50 100 150 200 250
Ta Trachelospermum asiaticum 'Flat Mat' Asiatic Jasmine 127 1/m2 130 150mm pot || || ZONE SCALE @ A1 ' | '
Total 383 ================================================================"
ALL TREE STOCK TO CONFORM TO AS 2303:2015; APPENDIX D. SC SC MB SB
ALL TREE STOCK OF 50L TO HAVE A HEIGHT OF 1.5m - 2.0m AND CALIPER OF 25mm - 30mm EXTENT OF WORKS AND KEY PLAN
UNLESS APPROVED IN WRITING BY THE SUPERINTENDENT Scale 1:500 @ A1 01/06/2021 305874LD100 0
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EXTENT OF WORKS

EXISTING STORMWATER
By others / refer Civil

EXISTING CONDUITS / SERVICES
By others / refer Civil

EXISTING STREET LIGHTS
Refer Power

STREET TREE
Refer Schedules, Details and Specification

GRASS
Refer Details and Specification

PASSIVE IRRIGATION GRAVEL TRENCH
(COUNCIL STANDARD DETAIL)
As scheduled, detailed and specified

3M ELECTRICAL JOINT AND
CONDUIT END OFFSET

4M LIGHT POLE AND
PARALLELING PILLAR OFFSET
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© Spiire Australia Pty Ltd All Rights Reserved
This document is produced by Spiire Australia Pty Ltd solely for the benefit of
and use by the client in accordance with the terms of the retainer. Spiire
Australia Pty Ltd does not and shall not assume any responsibility or liability

whatsoever to any third party arising out of any use or reliance by third party on
the content of this document.

414 LA TROBE STREET PO BOX 16084 MELBOURNE

VICTORIA 8007 AUSTRALIA T 61 3 9993 7888
WWWw.Spiire.com.au ABN 55 050 029 635

CONSTRUCTION

ISSUED FOR CONSTRUCTION | MB
ISSUED FOR TENDER MB | 20/07/21

ISSUED FOR APPROVAL MB | 01/06/21
REV| DESCRIPTION APP DATE

STAGE 5 STREETSCAPES

DETAILED DESIGN

PLANTING PLANS - SHEET 1
SHEET 2 OF 6

CITY OF MELTON

PGG (PLUMPTON NO 2) PTY LTD

(D

MGA 94 1:250 0 2.5 5 75 10 125
ZONE SCALE@ A1 I 1 I 1 )

25/08/21

| o

DESIGNED DRAWN CHECKED APPROVED

SC SC MB SB

DATE DRG NO, REV
01/06/2021 305874LD700 0



file location \\spiire\meldata\Data\30\305874\landscape\ACAD plot date 25/08/2021 4:03 PM Sheet 3 of 6 Sheets

file name 305874LD700.dwg layout name LD701 plotted by Sarah Farrell

LEGEND NOTES

== EXTENT OF WORKS

BLISS WALK e

EXISTING STORMWATER
By others / refer Civil

EXISTING CONDUITS / SERVICES
By others / refer Civil

I EXISTING STREET LIGHTS
Refer Power

: |
STREET TREE : O — —
. e . (‘\l < o = B
Refer Schedules, Details and Specification . LA LA - - -

GRASS
Refer Details and Specification .

PASSIVE IRRIGATION GRAVEL TRENCH i
(COUNCIL STANDARD DETAIL) | |
As scheduled, detailed and specified , aiE
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CONDUIT END OFFSET : [
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4M LIGHT POLE AND
PARALLELING PILLAR OFFSET

GARDEN BED
R Refer Schedules, Details and Specification

COMPACTED TUSCAN TOPPINGS ,
Refer Schedules, Details and Specification /

LD701-1
Scale 1:250 @ A1

o0
| MELTON HIGHWAY Spl I re

I / . e e = e e e SR ST Wi W © Spiire Australia Pty Ltd All Rights Reserved

; : e Sl & ERECRTANRNG A VRCIEE S A S PSR This document is produced by Spiire Australia Pty Ltd solely for the benefit of
and use by the client in accordance with the terms of the retainer. Spiire
Australia Pty Ltd does not and shall not assume any responsibility or liability
whatsoever to any third party arising out of any use or reliance by third party on
the content of this document.

414 LA TROBE STREET PO BOX 16084 MELBOURNE

VICTORIA 8007 AUSTRALIA T 61 3 9993 7888
WWWw.Spiire.com.au ABN 55 050 029 635
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ISSUED FOR CONSTRUCTION | MB | 25/08/21
ISSUED FOR TENDER MB | 20/07/21

ISSUED FOR APPROVAL MB | 01/06/21
REV| DESCRIPTION APP DATE

il STAGE 5 STREETSCAPES
DETAILED DESIGN
co + PLANTING PLANS - SHEET 2
SHEET 3 OF 6
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NOTES

1. Existing pasture grass and/or weeds are to be sprayed with herbicide.

2. No machinery to be used within the drip line of existing trees.

3. Topsoil to be raked to a fine tilth, removal of all surface rocks, large lumps of
clay, weeds and rubbish prior to application of seed to all areas as shown.

4. New grassed areas to be protected from trespass and traffic with star pickets
and barrier rope until grass is established.

NOTES

. Kikuyu turf.

o

o= Layer of approved site composted topsoil.
} Refer Specification.

o

o= Layer of machine cultivated site soil.

Existing subgrade

Scale 1:10 @ A1

I KIKUYU TURF DETAIL

\ Q INSTALL 'HYDROCELL' WATERING
AGENT TO BASE OF HOLE AND
BACKFILL AS PER

MANUFACTURER'S SPECIFICATION. NOTE: Garden beds to be crowned
towards centre of garden bed - min.

1:50 slope.

Trees to be healthy disease-free . : :
specimens to the specified size. Provide basin capable of holding 2L of water. Water

Water prior to planting. after planting and during establishment period.

Do not cover top of rootball
with backfill. Rootball to sit

at or above (max. 20mm) Stake and tie trees with No.3

Plants to be disease-free specimens. Water plants prior to
and immediately after planting. Refer specification.

< natural ground level. 9 2400x50x50mm H.W. stakes
. / g & driven through backfill into subgrade. Tie o ,
Form shallow water basi with 3 No. 50mm webbing ties stapled to Layer of approved mulch as per specification. Avoid contact
with soil backfill. H.W. stakes, looped as shown in detail 2 between muich and base of plant.
N—— TN this sheet. Ties to be located at a S
T maximum height equilavent to one third =
of the tree height. Paint all exposed _ o Layer of approved site composted topsoil. ®e
o surfaces of stakes with matte black paint offsite 0 Refer Specification. S I I re
r7n5urlrc‘:rr? rl;a"}'; e.rY%fr:rrr)]pfrr(())\;scz);nslélc;r;. trPulﬁE.e g Layer of machine cultivated site soil.
N . © Spiire Australia Pty Ltd All Rights Reserved
® Overexcavate hole by at least twice pot volume. This document is produced by Spiire Australia Pty Ltd solely for the benefit of
L N 'Zﬂ Natural ground level Ensure sides of hole are roughened. Backfill with and use by the client in accordance with the terms of the_rleltainer. _Spiire
= I . Australia Pty Ltd does not and shall not assume any responsibility or liability
T o approved t0p50|| ﬂrmmg progresswely. Water after whatsoever to any third party arising out of any use or reliance by third party on
= Existing subgrade. planting and during establishment period. the content of this document.
|
d=root ball diameter -:|||:|||——— . to the rootball helght Hole width to be www.spiire.com.au ABN 55 050 029 635
IEIEED minimum 2.5 x the root ball diameter

h=height o ree il

(except where services do not allow this). GARDEN BED PLANTING DETAIL
Backfill with excavated material except 2 , CONSTRUCT'ON
: . Scale 1:10 @ A1
where this consists of heavy clay, then use
approved site stockpiled topsoil.

Min. 2.5-3 d
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. , 0 | ISSUED FOR CONSTRUCTION | MB | 25/08/21
NOTE: Centre of paving to be higher B | ISSUED FOR TENDER MB | 20/07/21
NOTE Place stakes o best fjha.” ad'acgnt oreas to ensure "es A | ISSUED FOR APPROVAL MB | 01/06/21
s VARIES rainage. Gentre of pavement to be REV| DESCRIPTION APP DATE
support tree from prevailing crowned 30-50mm.
winds
Layer of 3% cement stabilised granitic m
gravel toppings, compacted to 95%
Street Tree M.M.D.D. To be installed in two layers, STAGE 5 STREETSCAPES
watered in and compacted as specified.
3 No. 2400x50x50mm matt S T Edgiqg as detailed and DETAILED DESIGN
black painted H.W. stakes set I S N ©0 0V 00V 50T U specified DETAILS - SHEET 1
out as shown. S ﬁggoggo oggo oS So o§§ < Layer of compacted class 3, SHEET 4 OF 6
S o IS ISR 20mm nom. size FCR CITY OF MELTON
Install 3 No. 50mm Jute mat thick weed barrier
webbing ties stapled to H.W. Existi barade tri d and PGG (PLUMPTON NO 2) PTY LTD
stakes, looped in 'Figure 8' as fr=it—i— Existing fljj ?rzsi/tr;&nmen Sn
shown. compacted to 95% M.M.D.D.
SEMI-ADVANCED TREE PLANTING DETAIL COMPACTED TUSCAN TOPPINGS DETAIL
scale 1:20 @ A1 scale 1:10 @ A DESIGNED DRAWN CHECKED APPROVED
SC SC MB SB
DATE DRG NO. REV

01/06/2021 305874LD900 0
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NOTE:

CIVIL CONTRACTOR TO ONLY PROVIDE INLET
AND 909 PVC PIPE (UP TO 900mm FROM BACK
OF KERB).

REMAINING SUPPLY AND INSTALLATION OF
PASSIVE IRRIGATION TREE PIT BY LANDSCAPE
CONTRACTOR

3.5m

S SWp—

4. 7m

B D\SWD\

GUTTER FLoW N

125 - Lot

SWD

BACK OF kepg

90¢ SOLID PVC INLET
PIPE TO TRENCH

A PROVIDE GRATE COVER OVER PIPE
INLET (TREENET INLET)

SW,

90 MM DIA PVC PIPE
DIVERSION INTO TRENCH

INSPECTION OPENING
WITH THREADED ACCESS
CAP UNDER PAVER

SW
SW,

60

350

LEGEND
S SEWER
G GAS

W POTABLE WATER
SWD STORM WATER DRAIN

' () |GRAVEL TRENCH -

—'(rail ballast nominal size 50mm}

— — — —BALANCING PIPE - 90mm ¢

(slotted section within gravel
trench)

BALANCING PIPE - 90mm ¢

(solid pipe section between

gravel trenches)

Scale 1:10 @ Al
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PASSIVE STREET TREE IRRIGATION GRAVEL TRENCH - PLAN
MELTON CITY COUNCIL STANDARD DETAIL

NOTES

o0
© Spiire Australia Pty Ltd All Rights Reserved
This document is produced by Spiire Australia Pty Ltd solely for the benefit of
and use by the client in accordance with the terms of the retainer. Spiire
Australia Pty Ltd does not and shall not assume any responsibility or liability

whatsoever to any third party arising out of any use or reliance by third party on
the content of this document.

414 LA TROBE STREET PO BOX 16084 MELBOURNE

VICTORIA 8007 AUSTRALIA T 61 3 9993 7888
WWWw.Spiire.com.au ABN 55 050 029 635

CONSTRUCTION

0 | ISSUED FOR CONSTRUCTION | MB | 25/08/21
B | ISSUED FOR TENDER MB | 20/07/21
A | ISSUED FOR APPROVAL MB | 01/06/21
REV| DESCRIPTION APP DATE
STAGE 5 STREETSCAPES

DETAILED DESIGN

DETAILS - SHEET 2

SHEET 5 OF 6

CITY OF MELTON

PGG (PLUMPTON NO 2) PTY LTD

DESIGNED ~ DRAWN CHECKED APPROVED
SC SC MB SB
DATE DRG NO. REV

01/06/2021 305874LD901 0
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NOTES: NOTES
TOP OF GRAVEL TRENCH TO BE LINED WITH NON-WOVEN GEOTEXTILE MATERIAL
AS SHOWN TO PREVENT FINE MIGRATION INTO THE TRENCH
PASSIVE IRRIGATION PIPES AND FITTINGS TO BE 90 MM DIAMETER PVC SEWER
CLASS
ALL PVC JOINTS TO BE SEALED WITH SOLVENT CEMENT
ALL GRASSED AREAS TO BE TOP DRESSED WITH 100 MM TOPSOIL AND SEEDED
AS SPECIFIED
SERVICE DEPTHS AND LOCATIONS ARE INDICATIVE ONLY
NOTE:
CIVIL CONTRACTOR TO ONLY PROVIDE INLET
AND 90@ PVC PIPE (UP TO 900mm FROM BACK
OF KERB).
REMAINING SUPPLY AND INSTALLATION OF
PASSIVE IRRIGATION TREE PIT BY LANDSCAPE
CONTRACTOR
TREENETINLET
_0.9m - MIN. OFFSET FROM BACK OF KERB
0.05 1.5m - FOOTPATH (1in 50) ) 2.8m - NATURE STRIP (1in 30) | 1
" i i 1
"
S| 200mm BY 200 MM PAVER 90¢ SOLID
S FLUSHED WITH GROUND PVC PIPE.
§| FINISHED SURFACE SLOPE 1in 15 ot
o TOP OF ACCESS CAP BELOW PAVER BARRIER KERB ADAPTOR Spl I re
!
*‘l 90% SOLID PVC PIPE WITH
| THREADED ACCESS CAP © Spiire Australia Pty Ltd All Rights Reserved
Ry v ran ; " e A G W PROVIDE GRATE COVER OVER PIPE INLET This document is produced by Spiire Australia Pty Ltd solely for the benefit of
g > - B s . . y o« ok d use by the client i d ith the t f the retainer. Spii
£ Fo TR s R e Mgy Ny G F (TREENET INLET) Austrlia Pl Ltd does not and shall not assume any responsibilty or by
& k Y 8 . i E . whatsoever to any third party arising out of any use or reliance by third party on
. T l e R L T M S S S P ol il o the content of this document.
1T : ' ’ S R
: phEgplE o : A " s 414 LA TROBE STREET PO BOX 16084 MELBOURNE
NON-WOVEN GEOTEXTILE MATERIAL i / / / < / / VICTORIA 8007 AUSTRALIA T 61 3 9993 7888
(BIDIM A29 OR EQUIVALENT]) s 05 i T / / Www.spiire.com.au ABN 55 050 029 635
IS0 0505050:0. o 5 N S \ '
; T OO Ll
GRAVEL TRENCH (RAIL / 02 950-9:0-0-0-0. 0 E \\\ \\\\\\\\»\\ \\\\\\\\\\\/ CONSTRUCT|ON
L» E '_
BALLAST NOMINAL SIZE 50 mm) , £l ” w////////// % / / (/ 7
909 SLOTTED PIPE WITH GRATED CAP Y | [BARERRERY |7 \\\\\\\\\\\ \ \\\\\\ \
GRATED CAP — 5 " hditdd - | \
? 600
0 | ISSUED FOR CONSTRUCTION | MB | 25/08/21
I B | ISSUED FOR TENDER MB | 20/07/21
90mm ¢ BALANCING PIPE
| HETIEEN ERATIE TRERHES A | ISSUED FOR APPROVAL MB | 01/06/21
REV| DESCRIPTION APP DATE
' STAGE 5 STREETSCAPES
STREET DRAIN (PIPE
] GAS - 1.8m ] COVER FROM TOP OF KERB DETAILED DESIGN
ﬁ POTABLE WATER - 2.3 o DETAILS - SHEET 3
k - &0 ] SHEET 6 OF 6
ol 19 [ ———— 20mm CLASS 3 CRUSHED CITY OF MELTON
- ROCK OR 20mm CLASS 3
N PGG (PLUMPTON NO 2) PTY LTD
- CRUSHED CONCRETE ( )
700
(TYPICAL CRUSHED ROCK WIDTH
FOR 300 MM DIA STREET DRAIN)
GRAVEL TRENCH (KERB INLET DIVERSION) /A
110 (A1) LW
PASSIVE STREET TREE IRRIGATION GRAVEL TRENCH - CROSS SECTION %ESIGNED %RCAWN (;VHIEBCKED gP;ROVED
Scale 1:10 @ A1 MELTON CITY COUNCIL STANDARD DETAIL
DATE DRG NO. REV
01/06/2021 305874LD902 0
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